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SAFETY DATA SHEET 

GLOBAL SAFECLEAN PLUS 
                                                                       

         Issued: 19/02/2012 
    

       1.   PRODUCT AND COMPANY IDENTIFICATION 

 

            Trade Name               GLOBAL SAFECLEAN PLUS 
            Manufacturer/Supplier   Global Lubricants Limited 

            Address                   13 Sandwell Business Development Centre, Oldbury Rd, 

                                      Smethwick, West Midlands, B66 1NN, England. 

 

            Phone Number              +44 (0 )121 544 3638 

            Fax Number                +44 (0) 121 544 6505 

            Emergency Phone Number   +44 (0) 7710 754382 

 

       2.   COMPOSITION/INFORMATION ON THE COMPONENTS 

 

Blend of surfactants, sequestrants and steriliser in an aqueous solvent carrier.  
             

       3.   HAZARD IDENTIFICATION 

 

Main hazards Avoid contact with eyes.   

                                      

       4.   FIRST AID MEASURES 

 

First Aid - Eyes         Wash out with copious amounts of water for at least 15 mins.                                   

 

First Aid - Skin         Wash off with clean water.  

 

First Aid - Ingestion    Do not induce vomiting.  Drink plenty of milk or water to dilute 

stomach contents and seek medical attention.  Do not give 

anything by mouth to an unconscious person.    

 

First Aid – Inhalation N/A – no harmful vapours. 

 

In all cases, if irritation persists, seek medical attention and show this information sheet.   

        

       5.   FIRE FIGHTING MEASURES 

 

Non-flammable.  No special extinguishing recommendations.  
 

       6.   ACCIDENTAL RELEASE MEASURES 

 

Environmental  

precautions: Prevent entry into drains, sewers and water courses.  If this cannot 

be prevented inform local authorities.  

 

Clean up 

Procedures: Small spillages can be washed into a Foul sewer with copious 

amounts of water.  Absorb larger spills in sand, earth or other inert 

material.  Collect and remove for destruction.  

 

       7.   HANDLING AND STORAGE 

 

Avoid contact with eyes. 

Store in original containers out of reach of children. 

Avoid extremes of temperature.  
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       8.   EXPOSURE CONTROLS/PERSONAL PROTECTION 

 

            Wear suitable gloves.  
 

       9.   PHYSICAL AND CHEMICAL PROPERTIES 

 

            Appearance            Pale straw coloured liquid 

            Odour   Characteristic  detergent 

            Flash Point    Non-flammable 

            Solubility in Water  Miscible with water 

            pH         11.6 @ 1% Solution @ 20
0
C 

            S.G.   1.07 @ 20
0
C 

              

       10.  STABILITY AND REACTIVITY 

 

            Stable under normal conditions.            

                     

       11.  TOXICOLOGICAL INFORMATION 

 

Ingredient 1:  IPR MUS LD50 40mg/kg 

 

Effects: 

 

Eyes   Watering, and/or redness 

 

Skin   Slight defatting on prolonged or repeated contact 

 

Ingestion   Nausea, vomiting and possible stomach pain 

 

Inhalation  N/A 

 

In all cases, if irritation persists, seek medical attention and show this information sheet.   

 

 

       12.  ECOLOGICAL INFORMATION 

 

The ingredients used in this product have been found to be readily biodegradable and do  

not accumulate in the environment. 
 

  

       13.  DISPOSAL 

 

Disposal should be in accordance with local and national regulations.  
 

 

       14.  TRANSPORT INFORMATION 

 

            Not classified as hazardous under transport regulations.    
 

 

       15.  REGULATORY INFORMATION 
 

            Not classified.   
 

       16.  OTHER INFORMATION 

 

This product is only to be used for the purpose for which it was intended and in accordance with 

the specified instructions.  This product should never be mixed with other chemicals. 

 

Information contained in this Safety Data Sheet is accurate to the best knowledge of Global 

Lubricants Ltd and is compiled to be of assistance but is without warranty.  The user is 

responsible for safe working practices.  
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